DESIGN | DESIGN FILAMENT | AVERAGE REVISIONS
PART NO. BASE TYPE VOLTS AMPS MSCD TYPE LIFE HOURS [ grev # DESCRIPTION DATE APPROVED
'] 157 D.C. INDEX 12.8V 2.1+5% | 32+10% Cc-6 1200 1 ISSUED 07/02/2014] RM.
Since 1959 BAY15d 14.0v |0.59+8%| 3+12% | C-6 5000
GDIA MAX.
1.04
S—8 BULB SHAPE
Clear Glass
3.3mm/0.13" MAX
T c.3mm/0.09 MIN
LCL DUMET WIRE

51./9mm £1.5

1.257 + 0.0597
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Minimum length: 21.59mm

0.85"
REFERENCE PLANE

90" VIEW

Note: Made according to SAE specifications

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES
TOLERANCES

DECIMALS ANGULAR

CEC INDUSTRIES LTD

XX £ .05 + 0.5
X¥Xx % 010 599 BOND STREET LINCOLNSHIRE, IL 60069
FRACTIONAL  +1/64
DRAWN DATE TITLE
ROSE MEDINA 07/02/2014 LIGHT BULB NO. 1157WT
CHECKED SIZE | FSCM NO. DWG NO. REV
A 1157WT 1
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