PART NO. | BASE Type | DESIGN | DESIGN | yjoepy |FILAMENT| AVERAGE REVISIONS

VOLTS | AMPS LIFE HOURS[ rey # DESCRIPTION DATE APPROVED
Glass Wedge 1 ISSUED 08/29/2014| R.M.
0.125 1.76
T-3 1/4 28.0V Cc-2v 750
Slnce 1959 2841 (W2.1X9.5d) +10% +20% 2 REVISED LUMENS AND WATTS 02/17/2022| M.L.
GDIA T-3 1/4 (ECE T-10)
10.29mm MAX BULB SHAPE
0.40” Clear Glass
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26.80mm MAX
LCL 1.06"

12 7mm 1.5 C
-
\7’/

= ECE Cateqgory: W3W

Test Voltage: 28V
Luminous flux: 22ml £30%
Watts: 4.6 max
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0" VIEW 90° VIEW

Wire DIA. 0.50mm

(NICKEL PLATED) RSHS

Note: Made according to ECE/R37 specifications COMPLIANT

1.91mm MIN to 241mm MAX _ ug:.ﬁéﬁs%wsziv&szlNsrl’ﬁg:féssn:
(MEASURED OVER LEAD WIRE) o, |CEC INDUSTRIES LTD
Tox & fg?o * 09 599 BOND STREET LINCOLNSHIRE, IL 60069
FRACTIONAL +1/64
N o | | LIGHT BULB NO. 2841 ( W3W 24V)
8.89mm to 9.50mm CHECKED SizE | FscMm No. DWG NO. REV
A 2841 2
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